
SWITCHES SAFETY PANEL AUTOMATION

LE PLUS POLYVALENT ET COMPACT DU MARCHE
BALAYAGE LASER : DÉTECTION DE PRÉSENCE

POUR DE MULTIPLES APPLICATIONS DE SÉCURITÉ

Les lasers scanners assurent la sécurité des personnes  
dans une zone dangereuse ou s’ approchant d’une machine 
grâce à une surveillance de zone configurable.

série

SE2L

La sécurité est mise en place  
par la détection de surfaces  
et ne manque jamais la présence 
d’une personne ou d’un AGV.

idec-emea.com

http://idec-emea.com


LASER SCANNER DE SÉCURITÉ
Un regard neuf sur ce produit de sécurité...SE2L

                 

  

VOTRE BOÎTE À OUTILS POUR VOTRE SCANNER

Bouton poussoir  
reset bleu

Automate FC6A pour
contrôles complexes  

et mesures de distance

Relais de sécurité
HR5S / HR6S

Arrêt d’urgence XW Fonctionnalités  
et applications SE2L   

Relais RF1 & RF2 Poignée d’assentiment

SE2L version 
connecteur

 

SE2L Safety Laser Scanner 

Machine safety is a pivotal topic when designing your system. The 

IDEC SE2L Safety Laser Scanner is an extremely powerful and 

compact safety device which will help you reach your desired 

performance level, but most importantly protect the people 

around it. 

 
IDEC presents the SE2L Safety Laser Scanner, the world’s smallest, 

and the world’s first with master/slave functionality and dual 

protection zones. The scanner is certified for use in safety 

applications including AGVs, forklifts, robots and other items of 

moving equipment found in industrial facilities. 

Ideal for Robots 

& AGVs 

Dual Protection 

Function 

5m Safety & 270° 

For more information contact IDEC’s Safety Sales Specialist on 07872 865736 or email at caine.murphy@apem.co.uk 
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One SE2L protects a wide area and 

can be used in a variety of 

applications such as large sized 

systems or long conveyor lines. The 

SE2L is a safety sensor that can 

detect approach. Stop area can be 

made smaller by detecting approach 

at the additional protection zone to 

start slowdown. 

A maximum of 32 area patterns can 

be configured/switched according to 

the mobile application such as AGV, 

ensuring the optimum protection in 

various applications. During safety 

protection, the SE2L can send out 

distance measurement data through 

the Ethernet port, in order to obtain 

the data of the 

obstacles. 

Monitor two separate hazardous 

areas to stop machines when 

detecting the access of humans. No 

reflective sensor is necessary, thus 

eliminating the need of optical axis 

alignment. Can replace two light 

curtains. A maximum of four SE2L 

scanners can be interconnected 

using RS-485 for master/slave 

operation. 

Ensures safety at entrance of works. Safe Restart function enables restart from unintended stop 

By disabling some areas of protection zone, muting 

function allows objects to enter the hazardous area 

without stopping the machine. 

With Safe Restart function, when 

stopped by errors at muting status, the 

work can be moved easily. 

Special Offer 

Video Chat with IDEC Safety Consultant to discuss technical system 

specifications - including video walkarounds. 

 

 

•   Portée du champ de protection avec angle de balayage 270°.
•   Zones d’avertissement de 20 m avec options de contrôle de zone fractionnée.
•   Stockage d’événements sur carte SD et transfert de données via Ethernet.
•   Le plus petit du marché 8 x 8 x 9,5 cm.
•   128 zones programmables avec entrées double encodeurs/entrées numériques.

•   Catalogue SE2L.
•   Plans CAO et 3D.
•   Formation en webinaire disponible. 
•   Programmation avec le logiciel de projet SLS.
•   Soutien technique avec votre « Specialist Safety IDEC » ou contactez-nous  

par mail : eu.support@idec.com

PRÉSENTATION DE LA DERNIÈRE 
VERSION DU PLUS PETIT LASER 
SCANNER DE SÉCURITÉ AU MONDE

NOUVEAUTÉS 

apem-idec.eu 
eu.support@idec.com

  Consulter la fiche technique  Consulter la page web du produit

http://eu.idec.com/en/s/c45ED/
http://eu.idec.com/en/s/c605K/
http://eu.idec.com/en/s/c14GA/
http://eu.idec.com/en/p/c10_z1006/
http://eu.idec.com/en/p/c30_z3002_n7/#mod_h1_pt1
http://eu.idec.com/en/p/c30_z3002_n5/#mod_h1_pt1
http://eu.idec.com/en/s/c30RH/
http://eu.idec.com/en/s/c30LB/
https://eu.idec.com/en/s/c30LB/
https://eu.idec.com/en/download/downloadssl.aspx?download=EP15900

